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Ladder Traction Bar Applications

APPLICATION:
For all Ford, Chevy, GMC, Dodge Pickups, Broncos, Blazers, Ram Chargers & Toyotas

FEATURES:
- Manufactured from hi-strength 1” dia. Square tube w/. 130” wall thickness
- 60” long with 3/4” heim rod ends
- Bolt on installation with double 7/16” “U” bolts per bar.
- Adjustable preload for improved handling stability
- Eliminates wheel hop, helps prevent broken driveline and suspension parts
- Enhances vehicle’s appearance.
- Available in Black Powder Coat or Gold Zinc plated

* Available in Black Powder Coat or Gold Zinc plated

*NEW* 5’ LONG LADDER TRACTION BARS

FORD
APPLICATION PART# AXLE TUBE DIA MOUNTING KIT
67-06 F150 5TB60A 3.25” 5TB500
67-97 F250 5TB60B 3.50” 5TB500
67-97 F350 5TB60B 3.50” 5TB500
98-06 F250 Super Duty 5TB60B 3.50” 5TB500
98-06 F350 Super Duty 5TB60B 3.50” 5TB500

CHEVY
APPLICATION PART# AXLE TUBE DIA MOUNTING KIT
68-87 1/2 TON 5TB60C 3.00” 5TB650
88-06 1/2 TON 5TB60C 3.00” 5TB600
68-88 3/4 TON 5TB60B 3.50” 5TB650
68-88 1 TON 5TB60B 3.50” 5TB650
89-06 3/4 TON 5TB60B 3.50” 5TB600
89-06 1 TON 5TB60B 3.50” 5TB600

DODGE
APPLICATION PART# AXLE TUBE DIA MOUNTING KIT
73-06 1/2 TON 5TB60A 3.25” 5TB600
73-06 3/4 TON 5TB60B 3.50” 5TB600
99-06 1 TON 5TB60E 4.00” 5TB600
99-06 3/4 TON 5TB60E 4.00” 5TB600

* For Black Powder Coat add the letter B to the end of the part number. 
(ex. 5TB60B becomes 5TB60BB)
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®®®- 302     Ranger/Bronco II Complete Conversion Kits

4WD
Kit #34A All 4WD vehicles with automatic 
transmissions. Includes:
Part No.’s
030304 4WD Ranger/Bronco II Engine Mounts  (Pat.Pend.)

040534 Custom 6 qt. Baffled Oil Pan System
040184 90° Oil Filter Adaptor & Remote Lines Kit
797304 4WD ULTRA FLOW™ Performance Headers

040184 797304

040534030304

Kit #34A All Bronco II and 4WD Ranger Trucks
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Kit #32 All 2WD Ranger Trucks
PART NO. DESCRIPTION
030302 2WD Ranger Engine Mounts (Pat.Pend.)

040532 Custom 5-QT. Baffled Oil Pan System
040184 90° Oil Filter Adaptor & Remote Lines Kit
797302 2WD ULTRA FLOW™ Performance Headers

All L&L conversion kits maintain the stock engine attitude and driveline angles - 
eliminating driveline problems.

Notes:  1. Buy complete L&L kit - For ease of installation.
2. Body lift is helpful but not necessary.
3. Stock V6 Radiator in most cases gives adequate cooling.
4. Use Serpentine Drive System w/reverse rotation water pump.
5. Install stainless steel flex fan with minimum 1/2” to 1” fan to 

radiator clearance.
6. Trucks with factory C-5 auto. transmission need a 4 valve 

body, torque convertor and C-4 or C-5 302 bellhousing for 
installation.

7. 2WD vehicle can use C-4 automatic for best rersults.
8. Heater/evaporator box should be modified (6.5” x 7”) on 

vehicles w/o body lift - necessary for passenger valve cover 
clearance.

9. Recommended using 1981 or newer 302 engines.
10. Kit does not fit Ranger pickups with Rack & Pinion Steering. 

“I want to thank the guys for their 
experience, expertise, and extreme
patience in helping me with all of my
NIT_PICKING problems with my 429/460
motor. I use alot of your products, and
the service and quality are both TOP-
SHELF. Thank you for your time; it
saved me money and costly future
repairs.”

R.L., East Islip, NY

030302 040532

797302040184

302 Ranger/Bronco II 
Complete Conversion Kits
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®®®

4WD RANGER/BRONCO II 302 HEADERS
STD. PORT 4-WHEEL DRIVE
HEAD APPLICATIONS ENGINE NOTES

797304 1983-90 RANGER V8 302 2,3,8,10,13

797304 1984-90 BRONCO II V8 302 2,3,8,10,13

2WD RANGER/BRONCO II 302 HEADERS
STD. PORT 2 -WHEEL DRIVE
HEAD APPLICATIONS ENGINE NOTES

797302 1983-90 RANGER V8 302 2,3,8,10,13

797302 1984-90 BRONCO II V8 302 2,3,8,10,13

NOTES:
2. CHASSIS EXIT
3. 4 INTO 1 HEADER
8. AVAILABLE IN BLACK, ADD "P" TO PART

NO. - NO GUARANTEE
9. BLACK HEADER ONLY - NO GUARANTEE
10. FOR OFFROAD USE ONLY
11. LIMITED GROUND CLEARANCE
13. 1-1/2" PRIMARY TUBE 

302 Ranger Conversion w/Mitsubishi 5-speed Manual Transmission - 
Complete bellhousing/flywheel assembly with H. D. pressure plate.

Bellhousing bolts directly to stock transmission.  Retain stock  hydraulic 
T/O bearing. Exclusively for Ranger V-8 conversions.
PART NO. APPLICATION
47505R 80 AND OLDER 289/302 ENG
47505S 81 AND NEWER 289/302 ENG

030304

*Note: Header does
not fit Ranger pickups
with Rack & Pinion
Steering.

302 Ranger/Bronco II Conversions

Engine Mounts (Pat. Pend.)
Lifetime guarantee engine mounting systems. Bolt

directly to the engine block and stock frame. Utilizes exist-
ing frame holes. No drilling or welding required.
PART NO. APPLICATION
030302 2WD RANGER 

STANDARD/AUTOMATIC TRANSMISSION
030304 4WD RANGER/BRONCO II 

AUTOMATIC/STANDARD TRANSMISSION

030302
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302 Ranger/Bronco II Conversions

Ranger and Bronco II 302 Conversion Pan Kits
PART NO. Custom 5 qt. system - Complete oil pan conversion:  
040532 baffled 5 qt. rear sump pan, main cap support bolt, 

hi-volume PU screen, PU screen to pump gasket, 
PU screen to pump bolts. 

Applications:
All 302 Ford Engines
302 Kit cars that require 
rear sump pans

PART NO. Custom 6 qt. system - Complete oil pan 
040534 conversion, baffled 6 qt. rear sump pan,main 

cap support bolt, hi-volume pickup screen,   
PU screen to pump gasket, PU screen to 
pump bolts.

Applications: Feature:
All 302 Ford Engines Locates sump away from 
302 Kit cars that require stock front end on all 2 &  

rear sump pans 4WD Ranger/Bronco II's
302 GT Mustangs & T-Birds 

for Hi-Performance and/or more engine oil capacity

Inverted Fuel Pump Mechanical - Locates pump body up away from
the steering box.
PART NO.
040030

Feature:
Locates sump away from 
stock front end on all 2WD 
ONLY Ranger/Bronco II's

Applications: Fits all Ford Engines 429/460 Engine Swaps Ford Kit Car Engines
For use in Hi-Perf. Engines Where stock oil filter clearance 302 Ranger/Bronco II 
with High Oil Pressures is a problem Engine Swaps

Oil System Components
90  Degree Remote Oil Filter Adaptor (Patented) - 1-1/2 inch
overall height, machined from 6061-T6 stock, 2-1/2 inch NPT
ports allow plenty of oil flow, gold anodized, utilizes a no leak
O-ring seal, allows remote oil filter installation without leaks,
patented design allows adaptor to be easily positioned and tight-
ened wherever necessary to run oil lines. The best production
remote oil filter adaptor on the market. Quality made in USA.

PART NO. DESCRIPTION
040180 90 Degree Remote Adaptor

040182 2 - 1/2 inch ID preassembled hoses (13,000 PSI burst 
pressure, hi-temperature 300 degree F, braided steel 
inner sheath) 2-1/2 inch swivel elbow adaptors, 2-1/2 inch 
swivel angle adaptors, 1 heavy duty single remote oil filter 
cannister (use FL1A filter). Quality made in USA.

040184 Complete Relocation Kit (includes everything listed in
part numbers 040180 and 040182)

040184 Complete Relocation Kit

040534



38 WWW.LANDLPRODUCTS.COM       972-475-5202       FAX 972-475-8063

®®® Terms & Policy

Before Ordering Please Read The Following

Ordering Please be sure to state make, model, year, cubic inch of engine and type of transmis-
sion with order.

Send money orders, postal orders or certified checks only. Personal checks accepted
but will be cleared before order is processed, which could be up to six weeks. Phone
orders accepted on Visa/MasterCard. 

Texas residents add sales tax.

Foreign All orders outside the U.S. must be paid in full. All shipping costs must be paid in full.
Orders We will return any overpayment. This includes Canadian orders.

Returns All sales final. We will not accept any return shipments without written authority. Any
merchandise ordered in error subject to 20% handling charge. Freight not refundable.
Special order items and sale items are not refundable. All returns must be accompanied
by our authorized return # and be freight prepaid. We will not accept return C.O.D. ship-
ments. Please contact our customer service dept. for return information. No returns
after 30 days.

Shipping All orders will be sent via UPS Parcel Service when possible and will require signature
unless otherwise instructed. Large orders will be shipped truck freight. Special Delivery
(Express) is available at additional cost. Please state with order if Special Delivery is
required. Special arrangements must be made to ship to Alaska and Hawaii.

Warranty All items manufactured by L&L Products are warranted against defects in workmanship
and/or material. L&L Products should be notified of any defective and/or inoperative
item and items should be returned. ON OUR APPROVAL ONLY, for inspection.
Replacement or refund will be given for items found to be defective. We will not assume
any liability for items damaged due to incorrect installation and/or use. Items not manu-
factured by L&L Products are subject to the manufacturer’s warranties.

Applications Since engines swap are out of our control L&L Products will not guarantee all applica-
tions listed in this catalog. It is the buyers responsibility to follow proper procedures and
inform us, when ordering, if vehicles has any special modifications that may affect the
installation/use of our products.

Engine Federal State Local laws restrict the removal or modification of
Modifications any type of factory installed emission device or system, or the use of any parts which
And Emissions could increase emission in vehicles designed for use on public streets or high
Warning ways. Modified vehicles that are not used on public streets and highways may be

exempt from state and local emission control laws and regulations. It is the users
responsibly to check for such applicable laws. 




